
LCD tilts up to
180˚ forward/back

LCD pans up to
180˚ right/left

Keyboard tilts up to
180˚ forward/back

180˚

LCD rotates up to
360˚ portrait/landscape

Single Pivot with P/L

Double Pivot with P/L

2-3/4"
(70 mm)

2"
(51 mm)

3"
(76 mm)

3-3/8"
(85 mm)

2"
(51 mm)

5-3/8"
(137 mm)

2"
(51 mm)

1.063" 
(27 mm) 

1.735" 
(44.1 mm) 

ø .188" 
(4.8 mm) 

Slotted 

1.063" 
(27 mm) 

1.75" .05" 
(44.5 1.3 mm) 

Single Pivot w/ P/L Interface 

1.75" 
(44.5 mm) 

1.728" 
(43.9 mm) 

ø .188" 
(4.8 mm) 

1.063" 
(27 mm) 

1.063" 
(27 mm) 

Double Pivot w/ P/L Interface 

1.75"
(44.5 mm)

1.728"
(43.9 mm)

ø .188"
(4.8 mm)

1.063"
(27 mm)

1.063"
(27 mm)

Keyboard/Laptop Pivot Interface

40"
(1016 mm)

Standing Use

25"
(635 mm)

Sitting Use

100 Series

(Fixed Height) 

62"
(1575 mm)

Standing Use

46"
(1168 mm)

Sitting Use

1.125"
(28.6 mm)

.5"
(12.7 mm)

.5"
(12.7 mm)

1.25"
(31.8 mm)

8.375"
(213 mm)

ø .281"
(7.1 mm)

(6 through holes)

#10-24
(10 tap holes)

#8-32
(4 tap holes)

3.75"
(95.3 mm)

Holes used 
to attach 
Vertical Mount

Outline of 
an attached 
Vertical Mount

Wall Mount Plate Hole Pattern

3.5"
(88.9 mm)

2.5"
(63.5 mm)

Keyboard/Laptop Pivot

Note: Actual range of motion depends on mounting surface and size of monitor.
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